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VWT lJig
Komatsu Front Strut Jig

(Part No. TL02121)

The Trilift® Komatsu Front Strut Jig is designed to assist
with the safe removal and installation of Komatsu 830E &
930E front struts.

The jig is attached to Trilift® Multijig XC
Tilt Head (Part No. TL0O2090A) on the
Variable Work Tables XC20 and/or XC30.

It is used to handle the front struts of
Komatsu 830E/930E without the need
to work under a suspended load in
situations where the hub and spindle
have already been removed by other
means.

Key Operating Data
S pec ifi Catio n S Working Load Limit 9921lbs 4,500kg

Tare Weight 551lbs 250kg

The Trilift® Strut Jig is compliant with the following standards:
e AS3990 Mechanical Equipment — Steelwork.

e AS4991 Lifting Devices. Key Dimensions (approximately)

A Open Jaw width 30in 1167mm
Features and Benefits B Closed Jaw width 257in  704mm
| C Back plate width 26.6in 764mm
o .
Easty to operate C amping jaws D Boltlength 30.1in 61mm
® Adjustable to suit 830E and 930E front struts = o m - :
® Integrates with Trilift® VWT XC 20/30 remote control veralllengt SOl Il
F  Overall height 30.1in 615mm
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