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Dispositivos para Mesa de Trabalho Variavel

DispositivoparaSuspensao 5
e Cubo de Roda s noms

O Dispositivo para Suspensao e
Cubo de Roda - Komatsu HD785
foi desenvolvido para auxiliar as
equipesde manuteng¢aonaremocgao
dos conjuntos de suspensao e cubo
de roda dianteiros do caminhao
Komatsu HD785.

A base do dispositivo possui entradas para
os garfos de empilhadeiras e pontos de

icamento para guindastes ou ponte rolante
para oferecer uma estrutura ideal para

transporte uma vez que o dispositivo for . |
removido da Mesa de Trabalho Variavel Trilift. Dados Relevantes de Operagao

Limite de Carga de Trabalho ~ 3,000kg 6614lbs

ESpeCiﬁcag(N)eS Peso do Dispositivo 510kg  1124lbs

O Dispositivo para Suspensao e Cubo de Roda - Komatsu HD785 possui
as seguintes certificagoes. Dimensdes (a proxi madas)

® Olhais para icamento e cavidade para garfos de
empilhadeira facilitam o transporte.

® Correntes e esticadores de seguranca sdo
fornecidos

AS/NZS 3679 Structural steel.
AS/NZS 3679.1 Hot-rolled bars and sections.

AS/NZS 1252 High strength steel bolts with associated nuts and
washers for structural engineering.

e AS 3990:1993 Mechanical equipment-steelwork.

e AS/NZS 1554.1:2004 Structural Steel Welding. GERCCRIINIERte (D0 )
e AS 1163 Structural steel hollow sections. BI Largura 1642mm __ 65in
® AS/NZS 1594 Hot-rolled steel flat products. € _Altura 1>55mm _ 6lin
. D Largura Cavidades Garfos 1350mm 53in
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